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INVESTIGATION OF THRUST AUGMENTATION OF A 1600-POU'ND
THRUST CENTRIFUGAL-FLOW-TYPE TURBOJET ENGINE
BY INJECTION OF BEFRICERANTS AT
COMPRESSOR INLETS

By William L. Jomes and Harry W. Dowman

SUMMARY

The performance of a centrifugal-flow-type turbojet engilne
(having a normal wmilitary rating of 1800-1b thrust at a rotor
gpeed of 16,500 rpm), has been Invéstigated at zero flight speed
with injeotlon of refrigerants at the compressor inlets. The
largest part of these Investligations was devoted to the inJection
of water and water-slcohol mixtures; brief lnvestligations were
also conducted with the injection of kerosene and cerbon dioxids.

The engine performance with the inJjection of water was inves-
tigated over a range of robor spseds. Three different exhaust- )
nozzle sizes were used in order toc evaluate the thrust augmentation
possible when an edjustable-area exhaust nozzle 18 used. Verious
mixtures of water and alcohol were injected for a range of total
Tlows up to 2.2 pounds per second. The runs with kerosene injlected
into the compressor inlets covered a range of injected flows up to
approximately 30 pesrcent of the normal engine fuel flow and were
conducted over & range of rotor speeds. The carbon dloxide was
injJected in snow form from standard 75-pound Fire-extinguisher
bottles and its use was investigated both alone and with the
injection of water and alcohol.

The injeotion of 2.0 pounds per second of water alone would
provide & thrust augmentatlion of 35.8 percent at rated engins
conditions for operation with an adjustable-area exhaust nozzle.

A maximum thrust augmentation at zero flight speed of 40 percent
was Iindicated at rated engine conditions for operation with an
adjustable-area exhaust nozzle by injection of 1.8 pounds petr ’
gecond of water and 0.4 pound of alcohol per second. The injec-
tion of kerosene produced a negligible increese In thrust. A
thrust augmentation of 23.5 percent was obtalnsd with the injection

| SRS
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of 4.6 pounds per second of carbon dioxide alons. The injection of
3.5 pounds per second of carbon dloxide with a mixture of wetor and
alcohol provided a thrust augmentation of 36 percent, .16 percent of
which was contributed by the carbon dioxide. ’

INTROTUCTION

Thrust augmentation of turbojet engines to provide improved
take-off, climb, and high~-speed flight characteristica 1s of Impor-
tance in Increasing the effectiveness of the application of turbojet
engines to both ciwvilian and military alrcraft. One of the methods
of increasing the thrust of the turbojet engine 1s by the injection
of refrigerents at the compressor inlets. This method increases
the dengity of the air and the comprisssor Mach number. The increased
density gives a higher mass flow through the engine and the increased
compressor Mach number ylelds a higher pressure ratio ascroas the
compresgor. Both of these factors increase the thrust of the engine.

As pert of a general research program being conducted et the
NACA Cleveland lgborgtory to investigate various methods of thrust
augmentation, the performance of a centrifugal~flow-type turboJjet
engine at zero flight speed and sea-level conditions with inJection
of water and water-slcohol mixtures has been determined. For the
investigetion reported, which was conducted during the fall of 1944,
various mixtureas of water and alcohol were used over a range of
injected liquid flows. The engine performance with injection of
water was determined over a range of rotor speeds; the use of water-
alcohol mixtures was Investigated at two rotor speeds. " Three dif-
ferent exhaust-nozzle siZes were used in order to evaluate the
thrust augmentatlon possible if an adjustable-area exhaust nozzle
were used. . :

The investigetlion with 'injectlon of water-alcohol mixtures
was of lmportance because of: (a) thé provision in the injected
mixture of the extra fuel that is required for operation with water
injection; (b) the possibility of choosing a mixture that would
eliminate the need for edJjustment of the fuel throttle during
injection; and (o)} the low fréezing temperature of water-alcohol
nmixtures. o - '

In addition to the Investigatilon of engine performance with
water and alcohol iInjection, brief: inveatigations were also conducted
with the inJection of kerodens and carbon dloxide. The investigations

o
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with kerosens injectlon covered a range of inJected flows up to
approximately 30 percent of the normal fuel flow and were conducted
over a range of rotor speeds. The carbon dioxlde was injJected in
snow form from standard 75-pound fire-sxtinguisher bottles and its
use was investigated both alone and in conjunction with the injJec-
tion of water and alcohol.

- APPARATUS
General Setup

The general arrangement of the test setup 1s shown in figure 1.
The investigations were conducted on an I-18 turbojet sngine (normal
rating, 1600-1b thrust) thet was rigidly mounted on a framework
suspended from the celling of the test cell by four rods supported
by ball-bearing pivots. The talil pipe of the engine extended through
an alr seal in the outside wall of the test chamber. All supply
lines to the engine were of flexible hose in order thabt restraining
forces would be at & minimum, ILateral movement of the engline and
the frame was prevented by means of ball-bearing guide rollers.
- The thrust exerted by the suspended engine was transmitted by a
cranklever arrengement to the dlaphragm of a calibrated balanced
pressure cell. Measurement of the balancing pressure provided an
indication of the engine thrust. The fuel flow (kerosens) to the
engine was measured by calibrated rotsmeters. A chronometric
tachometer was used to measurs the rotor speed. The air supply to
the engine entered the nearly airtight test chamber through an
18-inch throat-dismeter A.S.M.E. standard air-measuring nozzle. A
diffuser, which had an area ratio of 4, was connected to the nozzle
in order to convert the velocity pressure at the nozzle throat to
statlic pressure in the test cell. The cell leskege, which was
found by calibration to be less than 0.3 percent of the total air
flow, was added to the measured air flow.

An aluminum cowl and & wooden inlst-sir noizle were installed
on the englne to restrict the inlet-eir flow to an aresa in which
the temperature could be accurately messured.

Injection Equipment
Water and alcohol injecilon. - Water and alcohol mixtures were

injected through twenty 37.5-gallon-per-hour sprey nozzles connected
to e common manifold, ae shown in figure 2. Ten nozzles were equally
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spaced sround each compressor-inlet screen. Water and alcohol flows
were measured by calibrated orifices. The alcohol umed in thesse
investigations was approximately 50-percent methyl and S5O-percent
othyl by weight.

Kerosene injection. - For the inJection of kerosene, the engine
fuel system wae sc revieed that both the fuel injected into the com-
pressor and the fuel supplied to the engine burner nozzles passed
through the overspeed governor. Separate throttles were provided
for each fuel line. The kerosense was injected into the compressor

" Inlets through twenty 6.5-gallon-per~-hour.aprey nozzlos installed
in the seme mammer as the water-alcohol injection nozzles. The
total flow of kerosene to the engine was measured by a calibrated
rotameter.  The injJected kerosene flows at the compressor inlets
wore determined by a flow calibration of the injection nozzles.

Carbon-dioxide injection. - The additional equipment required
for the injection of carbon dioxide is shown in the foreground of
the photograph presented in figure 3. (The injection manifold shown *
mounted on the inlet nozzle waa not used during these runs.) Carbon
dioxide from 75-pound-capacity fire extinguishers wes Injected Inbo
the inlet-elr stream in snow form. v

Several bottles of carbon dioxide were discharged to obtain
weight-flow calibrations. The results of five such calibrations
are prepented in figure 4 from which carbon-dioxide flows have been
determined for these investigations. Although the data for thoese
cuxrves scatter somewhat, the trends-indicate that the flow rate of
carbon dloxide is dependent on its initial temperature with the
greoatest flow rates occurring at the higheast temperature. _

Pregsure and Temperature Instrumentation
The stations at which. the engine was Ilnstrumented for tempera-
ture and pressure measurements are shown in figure 2. The varlables

measured and the number, type, and locetion of instruments are: .

(a) Cowl-inlet total temperature Ty, average of six
unshislded thermocouples in inlet-ailr nozzle

(b) Cowl-inlet total pressure Pg, one open-end tube In
test cell o ’ ' o

(c) Compressor-outlet total temperature (inlet of burner 10) .
T,, one unshilelded thermocouple
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{(4) Compressor-cutlst total temperatufe (inlet of burner 5)

Ta,

one stagnation-type thermocouple

(e) Compressor-outlet static pressure (inlet of burner 9)
Pz, four static wall taps connected to a plezometer ring

(£) éompressor-outist total pressure (inlet of burner 9)

Pz’

connected to a common liins

(g) Tail-pipe gas temperature T,

one Five-tube total pressure rake with all tubes

slx asplrating-type
‘thermocouples connscted in parallel

These measurements were read on potentiometers and manometers.

PROCEDURE

-Water and Water~Alcohol InJection

Five separate series of runs were conducted, three with water
injection and two wilth water-slcohol inJjection.
for the five runs are presented 1n the following table:

The condltions

Run

Injected |Ex- Injected |Injected |Total Rotor (Cowl
liguid (haust watexr alcohol |injected gpeed. |inlet-air
nozzlei flow flow liquid N temperea-
dilem- Wir Wal flow (rpm) |ture
eter (1p/ (1b/sec) Wy + Wal range
(in.) sec) {1b/sec) (°r)
A | Water 12.5 0-1.9 c 0-1.9} 11,000-| 526 - 540
16,500
B | Water i2.0 0-1.9 o 0-1.9| 11,000-| 529 =~ 540
16,500 '
C | Water 11.5 0-1.9 o 0-1.91811,000- 533 - 555
16,000
D | Water- | 12.0 0,5-0 0-0,5 0.5(8216,000 537 -~ 543
alcohol]| - .
E | Water- | 12.0 1.5 0-0.6 1.5-2.1] 16,000, | 54t - 547
alcohol] .. ' 16,500 -

a'Tm_a gpeed limited by allowahle tall-pipe gas tempqrature.
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Water-injection runs A, B, and C differed only in the aize
of the exheust nozzle used on the engine. Weter-alcohol injection
runs D and E wore run with a l2-inch-~diameter exhausi nozzle and
differed in the manner in which the proportion of water and alcohol
were varied. In run D, the botal injected flow of water and alcohol
was held constant at approximately 0.5 pound per second and the pro-
portionsg of eech were varied. In run E, the injected water flow
was held constant at 1.5 pounds per second and the alcohol rate was
progressively increased from O to 0,6 pound per second.

Prior to each run, engine performence was determined without
inJjection in order to provide a basls for evaluating the thrust
augmentation.

Korosene and Carbon-Dloxide InjJection

The investigation of the performance of a centrifugal-flow~-type
turbojet engine, which had a l2-inch~diameter exhaust nozzle, during
injJection of kerosene, carbon dioxids, and carbon dioxide with a
water-alcochol mixture was conducted according to the following
procedure:

Kerosene injection. - The normal -perforxrmance of the engine was
determined prior to the injection of kerosene. Kerosene wes injected
into the cowpressor inlets of the turbojet engine in the same manner
ag the water and alcohol and the injected flows were varied from
0 to 603 pounds per hour. The rotor speed was varied from 14, OOO rpw
to 16,500 rpm; the inlet-air temperature was approximately 535 R.

Carbon-dioxide injection. -~ The normael performance of the sngine
without injection was firast established. The injection of carbon
dioxide into the compressor inlets was then accomplished by simul-
taneously opening the valves on four 75-pound capacity carbon-dioxide
bottles. The inJected Llow of carbon dioxide varied from 4.6 pounds
per second at the beglmning of the run to almost zero at the end of
the run. The engine was first operated at 16,500 rpm but the speed
abruptly decreased when the injJection velves were opsned. When the
rotor speed was stablized at 16,100 rpm, data were taken in gquick
succession until the contente of the bottles were depleted. The
ambient cell temperature varied from 526° to 530° R.

Carbon-dioxide inJjection with water-alcohol mixture. - The .
normal engine performance was first-established. ' This determina-
{tion was followed by an investigation of engine performance for the
injection of a 9:8 mixbture. of water and alcohol. Then, while the
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weter and alcohol mixbure was heing injected at a rotor speed of
approximately 16,500.rpm, the valves on three 75-pound capacity
carbon-dioxlde bottles were simultaneously opened. Readings

wore started 6 seconds after opening of the valves and were taken
8t lZ2-second intervals until the contents of the bottles were
depleted. The variation in rotor speed was about 60 rpm for the
run and the ambient cell tempersburs veried from 507° to .514° R.

SYMBOLS

The following symbols are used in this report:

P  thrust, (1b) |

b - lower heating value of fu;l, (Btu)/(1b)
K fuel-flow correction factor

N rotor speed, (rpm)

P total pressure, (1b)/(sq in. absolute)
P static pressure, (1b)/(sg in. ebsclute)
T indicated temperature, {(°R)

t time, (sec)

W, air flow, (1b)/{sec)

Wg1 inJjected alcohol flow, (1b)/(sec)

W, inJected carbon-dioxide flow, (1b)/(sec)

We fuel flow, (1b)/(hx)
W, injJected kerosenes flow, (1b)/(hr)
injected water flow, (1b)/(sec)

W, ‘total liquid oonsumption, (1b of fuel, water, alcohol, end
cerbon dioxide)/(sec) or (ib)/(hr)
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Subsoripts:

0 cowl inlet

2 compressor ‘outlet
7 tail pipe

corr corrected

METEODS OF CORRECTION

All performance data from water and wafer-a‘.lcohol injection runs
were corrected to standerd conditions at the cowl inlet by the following
equations (the values without the subscript ocorr are observed data):

Foorr - Ea'. . . B (1)_ o
Neorr = % (2)
Peorr = ]é:' -__ - (3) B
Peorr = g‘ (4)
Toorr = % (T:’)
¥e corr = Waf ('6)
) Wal corr ~ Wa;ﬁ (7)
W, - % /o (8)

W corr &
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Wy © . w6 L Ve K

W. = 9

t corr 5 5 54/ 3600 (%)
Vo K . '

= (10)

wf corr 5 “/‘9‘

where the correction factors

cowl-inlet total pressure PO

5 =
pressure of NACA standard atmosphere at sea level
o cowl~-inlet total temperature TO _
" Temperature of NACA standard atmosphere at sea level
. Wal .
K=1+({3600x 0.4 -2=1})(1 -9
Wr

The accuracy of the correctlion of engine performance dsbta with
ligquid inJection to standard inlet condlitions is somewhat question-
able because of unknown effects of inlet-alr temperature on the
vaporizatlon of the injected liguid. The corrections applied are
therefore only approximate and probably limited to small ranges of
inlet temperature such as contained in the present data.

The corrsction equations are all valid if the correoted pres-
sures and temperatures throughout the engine are reolated to the
corresponding uncorrected values by the factors & and 6. A
theoretical anslysis of the wet compresseion process indicates
that if liquid-air ratio and compressor Mach number are held con-
stant, the corrected pressures and temperabures will be related
to the uncorrected values by the factorse & and &, provided
that: (1) the liquid is completely vaporized in the compressor,
and (2) the variations in inlet conditions are small.

The corrections are based on mainbaining corrected values of
water-air and alcohol-air ratlos and Mach numbers the same as the
uncorrscted valiues. The water-air and alcohol-alr ratlos are
maintained constent by correcting water and alcohol flows in the
same manner as the air flow. Corrected and uncorrected Mach num-
bers of the flow through the engine are the same except for varia-
tions in the thermodynamic properties of the gases arising from
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(1) small cheuges (with correction) in fuel-air ratio (end, hence
fuel-water and fuel-alcohol ratios), and (2) small changes in the
vaporization processes in the compreseor (with inlet conditions).

The total liquid consumption of the engine consists of fuel
(kerosens), water, and alcohol, which provide or absorb heat in the
engine combustion process., Because both the engine fuel and the
injected .alcohol provide heat during combustion, the resultant fuel
flow must be corrected in & mamner that accounts for the changes in
alcohol flows arising from correction. The correction factor K,
which takes into consideration the action of fuel and injected
alcohol, is derived from a simple heat-balance equation. The velue
0.4 In definition of K ie an approximate ratic of the effective
heating value of alcohol to the effective heating value of kerosens
based on date from the water-alcohol inJection runs.

The parforméhoe date from runs with kerosene and carbon-diloxide
injection are presented directly as read without correction for
inlet conditions. '

RESULTS AND DISCUSSION
Water and Water-Alcohol Injection

The greater part of -the investigation of engine performance weas
conducted with injection -of the refrigerants that were considered of
primary importance, namely, water and water-alcohol mixturs.

Water injection. - The observed and the corrected data of water-
injection runs A, B, and C are presented in table I. The curves
presented in figure 5 show the variation in engine performance with
injected water flow at a corrected rotor speed of 16,500 rpm and s
cowl-inlet air temperature of from 534° to 540° R for 12.0- and
12 .5-inch-djameter exhaust nozzles. (Data for 1ll.5-in,-diemebter
exhauet nozzle, run C, - was not obtained at 16,500 rpm because of
- eXoeasive tail-pips gas temperature.)} These curves were obtained
by cross-plotting curves of engine performance against rotor speed
from the date in table I. Figure 5(a) shows a graph of thrust
plotted againast injected water flow. For an inJected water flow of
2.0 pounds per second, & thrust of 1755 pounds, or an increase of
330 pounds, wes obtained using the 12.5-inch-diameter exhaust nozzle;
and a thrust of 1935 pounds; or an increase of 345 pounds, was ob-
talned with the 12.0-inch-diameter exhaust nozzle. These values
represent a 23.2-percent thrust- increase for the 12.5-inch-diameter
exhaust nozzle and a 21.7-porcent increase for the 12.0-Inch-diameter
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exhaust nozzle. The dashed line in figure 5(a) represents . tls"
thrust with an adjustable-area exhaust nozzle and will be discussed
in the following paragreph.

The taill-pipe. gas temperatures decreased appreciably with injec-
tion of water for both exhaust nozzle sizes (fig. 5(b)). The exces-
sive teil-pipe gas temperatures obtained with the 12.0-inch-diameter
exhaust nozzle at pointe of low injection are reduced to tlhe rabted
value of 1640° R by the injectlon of. 2.0 pounds per second of waber.
The reduction in temperature with inJection together with thes higher
thrust provided by the use of the smaller exhaust nozzle (fig. 5(a)),
indicates that in order to realize fully the benefits of water
inJection the engine should be equipped with a variable-area exhaust
nozzle. The thrust aveilable when the exhaust-nozzle area 1is
reduced sufficlently during injection to maintaln the rated tall-
pipe gas temperature, as shown by the dashed line in figure 5(a),
was obtained by cross-plobting curves of thrust and tall-pipe gas
temperature against exhaust-nozzle size. This curve for constant
tail-pipe gas temperabure shows that the thrust increases Lrom
1425 pounds for no injectlion te 1835 pounds for inJjectlon of
2.0 pounds per second, representing a thrust augmentation of
35.8 percent. The leveling off of the curves of figures S5(a) and
5(b) indicates that both the increase in thrust and the reduction
in tail-pipe gas temperature, and hence the effectiveness of the
water inJection, are rsduced as the injJection rate 1s increased.

The changes in fusl flow, total liquld consumption, air flow,
and compressor-outlet total pressure caused by water injection are
shown in figures 5(c¢) to 5(f), respectively. Both the fuel flow
(fig. S5{c)) and the total ligquid consumption {fig. 5(d)) increase
appreciably for both exhaust-nozzle sizes with injected water flow.
The inJection of 2.0 pounds per second of water resulted Iin an
increase of roughly 500 pounds per hour in the fuel flow and the
total liquid consumption at this inJection rate was about five
times as high as for no injection. The alr flow (fig. 5(e))
reaches a maximum (with an increase of gbout 2.5 lb/sec) at an
injected water flow of approximately 1.0 pound per second for both
exhaust-nozzle sizes. Although the air flow Yeaches a maximum at
an injscted water flow of 1.0 pound per second, the total mass flow
(2ir plus liguid) through the engine continues to rise with injected
water flow throughout the range inrestigated._ The compressor+outled
total pressure (fig. S(f)) increased over & larger renge of inaected
water flows than did the alr flow, léveling off abt about-the same’
injected water flowy as did the thrust and the tail-pipe gas s
tewmperature. . .. -
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Water<alcohol injection. - The results of run D; 1n which the
proportions of water and slcohol were varled while the total injec-
tion rate was held constant at 0.52 pound per second (corrected value)
are presented in figure 6. These data were obtained for inlet-alr
temperature from 537° to 543° R and are presented for s corrected
rotor speed of 16,000 rpm. Figures 6(a) and 6(b) show that at this
low total inJected flow small amounts of alcohol (up to 0.15 lb/sec,
or* 30-percent alcohol) in the injected mixture produces about the
seme thrust and tail-pipe gas temperature as are produced by the
injection of 0.52 pound per second of water alone. InjJection of
mixtures richer than 0.15 pound per second of alcohel, however,
resulted Iin less thrust augmentation and higher tail-pipe gas tem-
peratures than the injection of the same amount of water. Bscause
alcohol acts as additional fuel, replacing some of the extra engine
fuel required during water injJection, the proportion of alcohol in
the inJected liguid has a marked effect on the engine Ffusl flow
(fig. 6(c)). For injJection of 0.10 pound per second of alcchol and
0.42 pound per second of watbr, the same fuel flow 1s required as
with no injJection, and therefore no adjustment of the fuel throttle
is necessary. The composition of the injected mixture for constent
throttle setting, (with constant-nozzle size) from the previous
observation, ims approximately 20-percent alcohol by weight.

Figure 6(d) shows that total liguid consumption deccreases as
the proportion of alcochol is increassed for a consbtant total inlected
mixture flow of 0,52 pound per second. This decrease 1in total liquid
consumptlon 1s ceused by the replacement of some of the engine fuel
with alcohol as the lnjected mixture is enriched with alcchol.

Both the air flow (fig. 6(e)) and the compressocr-cutlet total
pressure (fig. 6(f)) were higher for mixtures containing small
amounts of alcohol than for mixtures rich in alcohol. These higher
air flows and pressures Indlcate that the greatest cooling of the
intake alr occurrsd for nmixtures containing a small amount of alcchol.
The more rapld vaporization of mixtures rich in alcohol 1s apparently
counteracted by the reduction in the heat of vaporization as the
alcohol oontent is increased.

The results of run E, in which the injected water flow was
held constant at 1.6 pounds per second (corrected value) and the
injected alcohol flow was varied, are presented in figure 7. These
data were obtained for inlet-air temperatures from 541° to 547° R
and are presented for corrected rotor speeds of 16,000 and 16,500 rpm.
Although the thrust values for no injection from figure 7(a) do not
agree with those of figure 5(a) because of a ¢hange in normal engine
performance, the percentage thrust inoreases brought ebout by injec-
tion. of 1.6 pounds of water per second are about the same for both runs.
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A comparison of the thrust augmentation in figures S{a) and 7(a)
shows that the addition of alcohol to an injected water flow of

1.6 pounds per second resulte in a greater increase in thrust than
the injectiori of the mame total flow of water alone. Moreover, the
addition of alcohol to an inJected water flow of 1.6 pounds per
second produces & slightly lower tail-pipe gas temperature (approxi-
mately 30° F for 0.4 lb/sec aloockhol) then was produced by the same
total injected flow of waber alone (fig. 7(b)).

~ The curve of fuel flow against inJected aloohol flow (fig. 7(c))
indicates that the engine can be operated without adJustment of the
fuel throttle with injection of 1.6 pounds per second of wabter and
approximately 0.4 pound per second of elcohol for both rotor speeds.
This mixbture is in agreement with the constant-throttle-setting
injection mixture of run D (approximately 20-percent alcohol by
weight). Comparison of figures 5(d) and 7(4) show that the total
liquid consumption is less for the injJection of 1.6 pounds of water
per second plus various amounts of alcohol than for the injection
of an equel smount of water alone. A similar comparison of fig-
ures 5(e) and 5(f) with 7(e) and 7(f} shows thet both the air-flow
and compressor-outlet pressure increase more for the injection of
mixtures containing aloohol than for the injection of water alone.

. ,_Tﬁe foregoing comparison of the performance data presented in
figires 5 and 7 indicated that the addition of aloohol to the
injected liquid et high injected water flows (approximately
'l:ﬁ'lb/sec) ig more effective in increasing the thrust and reducing
the teil~pipe gas temperature then the addition of more weter. - The
neximum possible thrust augmentation with water-alcohol injection
wes not obtained, however, because run E was conducted with only
“one 6ize exhaust nozzle, which permitted the gas temperatures to
decredse as the injected flow was increased. In order to illustrate
the meximum thrust aungmentation that mey be expected with water-
alcohol injection, figure 8 is presented. The data from figure S(a)
for water injection at & constant tail-pipe gas temperature of
1640° R (at 16,500 rpm) is replotted in figure 8 as percentage
thrust sungmentatlon ageinst total injected liguid flow. A curve

of the thrust augmentation availasble by water injectlon for the
12.0-inch-dlameter exhaust nozzle 1is included for comparison. The
thrugt augmentation possible by water-slcohol Injection is shown
by dashed curves for both conditions, bthat isg: {1) tall-pipe ges
temperature maintained constant by exhaust nozzle adjustment and
(2) exhaust-nozzle dismeter meintalined constant at 12.0 inches.
This thrust augmentation for constant teil-plpe gas temperatures
was obtained by multiplying the augmentation provided by 1.6 pounds
per second of. water alone (from fig. S5{a)) by both ths ratio of the
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thrust increase with alcohol injection shown in figure 7(a) and the
ratlio of the estimated thrust increase obtained when the exheust-
nozzle size was sufficlently reduced to raise the ges temperatures
of figure 7(b) to a constant velue. This adjustment of the data to
a common exhaust-gas temperature was based on cross plots of thrust
and temperature sgeinst exhaust-nozzle size obtained from the data
without injection. A maximum posgible thrust augmentation of

40 percent for injection of 1.6 pounds per second of water and

0.4 pound per second of alcohol for a rotor speed of 16,500 rpm and
&' cowl-inlet-alr temperature from 534° to 543° R is indiceted by
the curve obtained from this analysis of the dsta.

Kexosene aﬁd Carbon-Dioxide InJjection

The investigatlon of engine performence with inJection of
refrigerants that were considered of secondery importance were the
injectlon of kerosems and carbon dloxide.

Kercosene injection. - The uncorrscted performance data for
runs with kerosene injection are presented in figure 9 for a rotor
speed of 16,500 rpm, an awbient cell temperature of about 535° R,
and a 12.S5-inch-diameter exhaust nozzle. Figure 9(a) shows that
the injection of kerossme increases the thrust only 17 pounda for
an inJection rate of 603 pounds per hour. The tall-pipe gas
temporature (fig. 9(b)) was found to be higher for the injection
of kerosene than for no injection. The total kerosene flow -

(fig. 9(c)) was increaged 235 pounds per hour at an inJection rate of
603 pounds per hour Into the cowpressor inlets at a rotor speed of
16,500 rpm. Figure 9(d) indicates that the air flow for the injec-
tion of kerosene was slightly lower than for no injection.

Carbon-dloxide injection. =~ The uncorrected pexrformance data
from runs with cerbon-dioxide injection have been plotted in fig-
ure 10 against the time elapsed from the opening of the .valves on
the carbon-dioxide bottles. Curves of engine performance without~
injection have been included in the figure for comperison. The
thrust increase for the injection of carbon dioxlde alone was
320 pounds, representing a thrust augmentation of 23.5 percent, for
an injected carbon-dioxide flow of 4.6 pounds per second (indi-
cated rotor speed, 16,150 rpm; ambient cell temperature, 526° to
530° R)., InJection of carbon dioxide resulted in a slight decrease
in tall-plipe gas temperature and considerable Increase in fuel flow.

'Carbon-dioxide inJection with water-alcohol mixture. - The
uncorrected performance data for runs of the engine with Injection
of carbon dloxide with 1.7 pounds per second of a 9:8 mixture of




NACA RM No. E7G23 15

water and alcohol by weight are presented in figure 1ll. Curves of
engine performance with injection of 1.7 pounds per second of the
water-alcohol mixture alone (at speeds corresponding to those during
injection of carbon dioxide) as well as curves of performence with-
out injection are included for comparison. Because of difficulbty
with the instrumentation, no tail-pipe gas temperature measurements
were made during this run. A thrust increase for Injection of

3.5 pounds per second of carbon dloxide with 1.7 pounds per second
of the 9:8 mixture of water and zalcohol was 575 pounds representing
a thrust sugmentation of 36 percent. OFf this thrust Increase,
which was obtained at an indicated rotor speed of 16,450 rpm, an
ambient cell temperature from 507° to 514° R, and with an engine
Titted with a constent-size exhaust nozzle, the water and alcchol
contributed about 315 pounds, or about 20-percent asugmentation.
Thus, the inJection of 3.5 pounds per second of carbon dloxilde
with 1.7 pounds per second of a mixture of water and alcohol pro-
vided a thrust augmentation 16 percent higher than obtained with
injection of the water and alcohol alone.

SUMMARY OF RESULTS

The following results were obtained from the investigation of
the performence of a 1600-~pound-thrust centrifugal-flow-type turbo-.
Jet engine at zero flight speed, sea-level conditions, and with
injection of various refrigerants at the compressor inlets:

Water and Water-Alcohol InJection

1. A thrust augmentatlion of 23.2 percent was obtained by the
injection of 2.0 pounds of water per second at a corrected rotor
speed of 16,500 rpm and for an inlet-air tempsrature of 534°. to
540° R using & constant exhaust-nozzle diameter of 1l2.5 inches.
This thrust augmentetion was increased to 35.8 percent by adjust-
ment of the exhaust-nozzle size to maintain a constant rated tail-
pipe gas temperature of 1640° R.

2. In the low flow range of water-alcohol injeoction (approxi-
metely 0.52 1b/sec of mixture), the thrust augmemtation decreased
slightly as the injected mixbure was enriched with alechol.

3. At high injected water flows (approximately 1.8 1lb/sec),
the addition of alcohocl to the injected liguid was more effective
than the addition of more water. A maxipum thrust sugmentation
of 40 percent 1is available by the injection of 1.6 pounds of water
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per second and 0.4 pound of alcochol per second when the tail-pipe
ges temperature is maintained constant at the rated valus of 1640° R
by exhaust-nozzle adjustment.

4. Operation of the engine without adjustment of the fuel
throttle from the normal operating position (at the same speed) is*
possible by selecting an inJection.mixture of alcohol and water
that is roughly 20-percent alcohol by weight.

Kerosene and Carbon-Dioxide Injection

l. The increase in thrust with injection of kerosene wes very
slight reaching a meximum of 17 pounds for an injection rate of

803 pounds per hour at an indicated rotor speed of 16,500 rpm, an
inlet-air temperature of 535° R, and a constant-area exhaust nozzle
of 12,0-inch diameter. The accompanying increase in total fuel

flow was 235 pounds per hour.

2. Thrust increase for the injection of .4.6 pounds per second - -
of carbon dioxide alone was 320 pounds, representing a thrust ’ :
angmentation of 23.5 psrcent at an indicated rotor apeed of 16,150 rpm,
an Inlet-air temperature of 526° to 530° R, and with a 12, O-inch-
dlameter exhasust nozzle.

3. Thrust increase for the injection-of 3.5 pounds per second
of carbon dioxide with 1.7 pounds per second of & 9;8 mixture of
water and alcohol, at an indicated rotor speed of 16, 450 rpm, an
inlet-air temperature of 507° to 514° R, and with a 12.0-inch-diameter
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exhaust nozzle was 575 pounds. This increase represents a total
thrust augmentation of 36 percent of which 16 percent was contributed
by the carbon dioxide.

Flight Propulsion Research lLaboratory,
National Advisory Committee for Asronautics,
Cleveland, Ohio.



NACA RM No. E7G23 -

™
N
TABLE ]I - PERPORMANCE OF CENTRIPUGAL-FLOW-TYPE TURBOJET ENGINE WITH
Eplta as observed and corrected to standard ses-level conditions at
Run | Baro- [Exheaust- | Water flow, W, | Rotor speed, W Thrust, F Air Tlow, W, Fuel flow, Wp
metric [nozzle (1b/se0} {rpm) 1b) (1b/sec) {lb/hr)
pres~ |digmeter
sure {in.)
{1b/8q
ine
abso=~
lute} Read ECorrec ted| Read ICorreoted Rencq(:arrected Read |Corrected|Read |Corrected
(a) Injection of water
Al 14.42] 12,5 [} [} 10,990 | 20,06 423 431 |17.57 18.07 | 802 a2
A2 l4.42 Q [} 11,978 | 11,854 519 530 |19.41 2003 8e7 206
A3 14,42 ] o- 13,004 | 12,6880 639 652 |21.69 22,37 |1010 1022
At | 14.42 [+ [+ 14,038 13,892 790 607 |23.85 24.64 |ll40 1162
AS lé.42 2} [+ 15,040 | 14,856 874 996 [26.21 27.13 [1215 1328 =
AS 14 .42 [s] ] 15,530 | 15,311 1074 1098 |27.30 28,32 [14i9 1431
A7 14,42 o] [+ 15,957 | 15,687 1164 119l |28.18 20.33 11527 1536
A8 14.42 [+] [+] 16,483] 16,220 130¢ 1340 {29.54 3Q0.75 {1692 1704
AS 14.42 «30 «518 11,877} 11,806 568 5680 |20.12 20.6¢ 998 2013
Al0 14.42 «S0 +«515 14,007 | 13,861 857 887 [25.11 26.95 |12350 1245
All li.42 «S0 «520 15,042 | 14,843 1073 1098 [27.65 28.67 ]1413 427 -
Al2 1l4.42 «50 «520 15,912 165,686 1288 1318 {20.77 30.¥1l J1lE44 165¢%
Al3 14.42 «50 «520 16,508 | 16,243 1461 1466 131.15 32.41 [le49 1883
Al4 14.39 «80 «520 11,9707 11,834 558 871 (19.84 20.54 |[1015 1027
AlS 14.39 «60 «620 12,864} 12,805 6§94 710 [22.31 23.13 |1lil 1124
Al6 14.39 «6Q «825 14,000 | 13,801 863 884 |24.86 25.85 1241 1253
ALT 14.39 80 «825 14,994 | 14,768 1072 1089 |27.52 28.65 |1426 1440
Al8 14.39 «60 -6886 16,008 | 13,723 1331 1365 |30.02 31.35 [170C 1712
Al9 14.39 «60 625 16,817 ] 16,220 1480 151e }31.20 32.60 [las2 1897
A20 | 14.39 «83 860 13,991 ] 15,832 875 897 124.88 25.7 1268 1305
A2L 14.39 «83 +«8685 14,995 14,784 1092 11l® | 27.65 26.76 |1479 1495
A22 14.39 «83 «868% 15,072 | 15,702 1356 1361 [30.24 3L.85 1781 1766
AS3 | l4.39 <83 870 16,511 | 16,187 1526 1565 |3l.62 33.10 1654 196€
A24 14.36 1.335 | 1.385 15,007 | 14,829 1112 1140 [27.41 28.42 {1820 1641
A25 | 14.38 1e335 | 1.380 15,528 | 15,314 1243 1278 |28.37 30.03 1729 1749
ARG 14.39 1.335 | 1.390 16,009 [ 15,757 139¢ 1436 [30.23 31.50 [les2 190Q
A87 14.39 1335 | L3958 16,498 | 16,180 1568 1608 |3l.81 33.05 |2060 2074
A28 14.39 l.92 2.000 16,867 | 16,747 1404 1441 [ 30.81 32.05 [2043 2067
ARS 14.39 l.92 2.000 16,385 | 16,159 1556 1596 | 31.05 32.31 |2Z00 <2E6
B} 14.36 | 12.0 <] O 11,1351 11,021 477 4809 | 17.36 17.97 650 862
B2 [} 0 11,834 ) 11,806 561 575 | 18,88 19.67 937 950
B ] 4 12,977 | 12,618 694 7182 | 20.87 fL.78 |1063 1077
B4 ] o 13,949 | 13,767 846 868 | 23.02 23.94 |1202 1218
BB o [+ 14,539 | 14,323 853 978 | 24.356 25.39 jlio02 1317
26 Q 0 15,019 | 14,798 1054 1082 | 25.38 2d.48 |1402 iqla
B7 o 0 15,8503 | 15,248 1188 1199 [ 26.60 2777 |1523 1538
B8 o [+ 16,032 | 15,739 1304 1340 | £7.79 29.08 {1673 1693
B9 o [+] 16,475 16,174 1435 1475 | 28.84 30.19 {1835 1881
Bl0 «50 «520 11,062 | 10,985 501 514 [17.48 18.10 262 977
Bll «50 «520 11,993 | 11,859 611 827 110,56 20.2¢ [1042 1057
B12 «50 «520 12,999 | 12,849 764 754 | 22,07 22,92 1159 1176
NAT IONAL ADV ISORY
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™
INJECTION OF WATER AND WATER-ALCOHOL MIXTURES AT COMPRESSOR INLETS
cowl inlet: temperature Tg, 519° R; pressure Py, 24.70 ib/aq l.n.]
Total liquid [Cowl- Cowl=inlet Compressor-cutlet Compressor= Tail-pipe
eonsumption, Wglinlet total pres-— total t erature, Tg ocutlet indicated
(1b/sec) total sure, Pg (“R} total pres- @as temper-
tempera~| (1b/sq in, sure, P ature, T
ture, To absolute) Unshielded Stagnatlon {1b/sq - (°R}
(°R) type type absolute)
- Read ICox-r.cbcd Read Read Read [Correoted |Read [Corrected [Ra te M_b_gmm_
{a)
0.223 0.226 527 14,40 €78 &6% 670 660 26«01 26,55 | 1599 1578
+ 249 «252 530 14,39 705 690 7082 €87 £28.91 29.52 1416 1387
«281 «284 529 14.359 736 722 731 7 235 33.04 | 1433 1408
«319 «323 530 14,38 758 752 762 746 «23 37.05 {1475 1444
« 365 « 369 532 14.37 a08 768 790 780 40.84 4£1.77 |1524 1487
’ -394 «398 534 14,37 826 803 a1z To4 43 .27 44.27 |156) 1517
- 424 «427 537 14,36 847 al¢g 835 807 45 .44 48.49 | 1806 1582
+470 473 536 14.36 867 B840 854 az27 48,36 49.50 | 1654 1601
« 777 «796 526 14.39 580 572 580 572 «09 30.74 | 15358 1318
842 -861 530 1437 878 664 873 659 «19 39.05 |1382 1353
.892 916 B33 14 .38 740 72 727 708 S« 87 44.28 | 1444 1406
«957 «981 534 14,36 778 756 763 742 Te92 49.05 | 1543 1500
- 1.014 1.033 536 14.35 a08 782 T4 760 51 .55 52.59 |1s11 1560
«882 «905 531 14.36 578 565 578 5685 29 .86 30.57 [l342 1312
« 809 «832 552 14.35 583 579 568 574 «74 54.55 1345 1312
«945 «873 534 14.35 636 618 . 630 812 3B8.26 39.18 1372 1333
<996 1.025 536 14.35 714 603 707 686 82 44,32 {1434 1391
1.072 1,101 538 14..33 768 741 4| 727 8.82 50.08 | 1530 1476
1.123 l.162 538 14.32 792 764 780 752 1.72 53.07 | 1596 1540
1.188 1l.222 531 14.34 595 s5e2 598 584 «46 I9.41 {1354 1323
1.241 1.280 534 14,33 635 617 847 &2e «66 44.77 | 1410 1570
1.316 1,358 537 14,33 50 666 706 682 9351 50.58 | 1508 1456
1.573 1l.416 540 14.32 755 726 74L 7i2 «51 53.97 | 1570 1509
1.785 l.841 533 14 .34 604 589 605 590 <01 45,11 |[1394 1350
1,815 1.878 554 1433 610 5683 €18 601 ~ |[47.20 4£8.42 | 1440 1400
1.858 1.918 536 14,33 616 596 633 613 5C 3¢ £51.69 | 1480 1443
1.907 1.971 539 14.32 (3] 600 681 636 53«49 54,89 | 1554 1496
2.488 2.574 - 534 14,335 615 508 615 568 B0 44 §1.75 | 1466 1426
2.531 2.629 534 14.32 €2l 604 [-3-.3] 603 53.24 54.635 | 1519 1476
0,236 0.23¢9 530 14.34 684 &70 678 664 26 .59 27.26 | 1465 1456
«260 «264 530° 14.33 705 690 701 6856 28 .95 29,68 | 1460 1429
«295 «269 632, 14.35 742 724 54 716 «48 33.33 | 1496 1480
«334 «338 533 1l4.32 T4 754 765 745 S6.17 3712 ] 1635 14985
382 «366 535 14 .32 793 770 7€4 761 3877 39.80 | 16565 1519
«389 -394 535 14.31 ale 787 804 780 40,98 42,09 | 1625 1576
<423 «427 2 14,31 833 806 22 795 -39 44,55 | 1645 1591
«466 <470 558 14 .50 855 824 £46 814 «19 47.46 11720 1858
«510 «514 538" 14.3Q a72 840 862 831 48.74 50.09 | 1766 1708
«767 «791 s2d. 14.35 568 557 567 5656 2718 27.87 | 1390 1383
« 789 <813 53Y 14£.33 576 563 576 5635 30 .32 31.10 | 1404 1373

45 35.35 | 1408 1376

NAT IONAL ADVISORY
COMMITTEE FOR AERONAUTICS
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TABLE I - PERFORMANCE OF CENTRIPUGAL-FLOW-TYPE TURBOJET ENGIKE WITH

Run | Baro- [Exhaust-~} Water flow, W, | Rotor speed, N Thrust, F Air flow, Wg Puel flow, Wy

metric [noszle (1b/seos {rpm) (1b) (1b/sec) (lb/hrs

pres- jdiameter

sure (in.}

(1b/sq

in.

abso~

lute) Read ICOrreetod Read lCorreeted RendICOrrected Read Icorrected Read'Corroeted
(s} Injection of water - oontinued
Bl 14.38} 12.0 0.50 0,520 14,088| 13,873 961 807 |24.64 25.64 | 1311 1328
Bl4 «50 «520 15,0301 14,796 [1183 1213 [27.11 28.30 | 1522 1339
B1S <80 +«520 #5011 15,260 |1303 15339 (28.17 £20.40 11655 1674
B16 «50 «525 16,042| 15,754 [1456 1497 |29.44 3081 | 1832 1849
Bl7 «50 <526 16,511 16,206 | 1606 1851 [30.42 31.86 | 2004 2022
Bl8 «80 +620 11,8680 11,847 611 627 |19.42 20,14 | 1064 1079
Blo «60 «820 12,981 12,849 765 765 |21.98 22,78 |1177 1186
B20 «80 «625 13,961 13,783 04T 972 [24.49 25.47 | 1317 1335
B21 «60 «685 15,034 14,819 |1195 1228 |27.31 28,46 | 1550 1570
BER «60 «626 16,039 15,760 |1479 1520 |29.84 30.96 {1853 1874
B23 «80 «630 16,5640 16,222 [1644 1660 |30.82 32.31 | 2043 2060
B24 o83 «860 13,979 13,823 989 985 |24.44 25,37 | 1360 1381
B25 «83 «885 15,036 14,798 |1221 1254 |27.350 28,50 | 15985 1613
B26 «83 +870 16,029 15,745 153 1566 | 30,03 3l.45 | 1908 1928
B27 «83 «870 16,523 16,213 (lé85 1734 1351.13 32.64 | 2105 2125
B28 1.335 1,390 14,980 14,772 | 1213 12468 | 26.79 27.091 | 1690 1712

] BeS 1.335| 1.39856 15,527 15,288 | 1380 1418 | 28.32 29,56 | 1850 1872
B30 1.335 1.395 16,050 15,776 [ 16566 1600 [29.89 31.27 | 2033 20858
B3 1.338 1.385 16,535 16,249 | 1739 1788 |3l.19 32.64 | 2242 2266
B32 1.90 1.980 16,002 15,748 | 1549 1592 |29.19 30.48 | 2200 2225
B33 1.91 1.995 16,491 16,227 1751 1801 |32.30 33,76 | 2401 2429
Ccl 14.34| 11.8 Q (o] 10,887 lo,768 486 501 16,70 17.354 a6l 873
ce [¢] 3 11,984 11,830 616 632 |18.73 19.47 oLe 1002
c3 [+] 13,018 12,826 768 789 ] 20.78 2l.66 | 1137 11850
c4 o [} 14,001 13,767 839 964 [ 22,80 23.82 | 1306 1319
cs o] ] 14,523! 14,252 1046 1075 [ 23.98 25.1)1 [ 1412 1424
ce Q =] 15,044 14,735 [ 1165 1197 | 26,05 26,29 | 1546 1538
c? o o 15,556| 15,8368 | 1303 1338 |26.15 27.45 | 1696 1707
c8 «50 «520 1l,997 11,843 669 687 {19.27 20.04 | 1083 1108
co «50 +«520 13,996 13,776 ]| 1045 1074 | 24.22 25.28 | 1407 1423
clo «S0 «325 14,535 14,292 {1176 1209 | 25.4% 26.65 | 1538 1554
Cll «50 525 {15,014 14,734 | Laoe 1339 | 26.68 27,95 | 167C 1685
€lg «50 +585 15,548 15,243 [ 1458 1500 {27.72 29.08 | 1846 1861
cl3 «50 «585 16,046 15,716 | 1818 1662 | 28.81 30.285 | 2040 2055
Cle «60 628 11,994 11,828 | 667 665 |19.87 20,07 | 1119 1133
Cis «80 +625 13,005 12,800 | 840 663 | 21.682 22.56 | 1249 1263
cls «60 «630 13,999 13,751 [ 1053 1082 | 24.24 25,35 | 1430 1443
cl7 «80 «630 14,517 14,280 | 1187 1220 | 25.58 26,77 | 1563 1578
cls «60 <630 14,973 14,665 | 1313 1350 | 26.73 28.06 | 1680 1692
cl9 +«&60 «630 15,502 15,168 | 1475 1517 | 27.95 20.38 | 1865 1877
ceo «60 «635 18,032 15,641 | 1648 1694 | 29.02 30461 | 2063 2071
NAT IONAL ADVISORY
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INJECTION OF WATER AND WATER-ALCOHOL MIXTURES AT COKPRESSdh IKLETS - Continued
Total liquid (Cowl~ Cowl-inlet Compressor-outlet Compressor- Tail-pipe
conasumption, Wg{inlet total pres- _ total temperature, Tp outlet indicated
{lb/sec) total sure, Pp (oR} total pres- gas temper-—
tempera~! (1lb/sq in, sure, Pf ature, Tg
ture, Tg| absclute) Unshielded Stagnation {1b/8q¢ Io. {°R)
(°R) type type absolute )
Read ICorrectod Read Read Read—[Corrcctsd ReadJchmted Read ICerected E.oad.lCorrected
() Injeetion of water - continued
G.864 0.889 533 14.31 563 546 660 643 3911 40.16 | 1455 1417
«923 «047 536 14.31 732 709 720 698 43.88 45.08 | 1522 1478
«960 «885 536 . 14.31 752 729 741 718 46 .48 47.76 | 1560 1512
1.008 1.039 538 14,30 779 751 768 741 49.38 50.76 | 1644 1585
1.057 1.087 539 14.30 801 772 790 761 52,03 53450 | 1711 1g48
«896 «920 531 14.33 574 561 574 561 30.17 J30.95 | 1392 1361
« 927 «952 530 14.32 585 573 583 571 34 .25 35.15 | 1400 1371
« 956 .986 532 14.31 620 604 612 598 3857 39.61 | 1436 1400
1,051 1.061 534 14 .30 710 690 699 679 44.12 45,33 | 1514 1471
1.115 1.145 538 14.350 764 7359 780 726 49,72 51,11 { 1625 1573
l.168 1.202 540 14,29 781 761 778 748 52.82 54,31 | 1705 1640
1.208 1.243 531 14.32 594 581 594 581 38,82 39.85 | 1424 1392
1.273 1.315 536 14,31 6e2 603 631 611 44,57 45.78 | 1495 1448
1.360 1.404 539 14,30 708 682 702 5876 50.56 51.98 | 1612 1583
1.415 1.460 538 14.29 752 724 758 710 §53.60 55,15 { 1696 1633
" 1,804 1.566 534 14.31 604 587 606 58¢% 44.32 45.53 | 1476 1435
1.849 1.915 535 14,30 609 500 €14 585 47.81 48.13 | 1529 1482
1.900 1,966 537 14,29 €16 595 €24 603 51.20 52.64 | 1508 1544
1.958 2,024 538 14.29. 623 602 645 623 55.95 57.55 | 1661 1604
2.511 2.598 536 14.30 €15 596 614 5956 50,80 52.31 | 1670 1521
2,577 2,670 536 14.29 &20 8600 620 600 54.83 56.38 | 1660 1607
0.239 O.242 532 14,32 &80 663 | 674 658 26.03 26.71 | 1525 1488
«275 «278 533 14 .32 710 [:1:28 706 €87 20.32 30.10 | 1553 1512
«316 «319 535 14,31 744 722 733 711 32.86 33«74 | 1800 1352
«3563 «366 537 1.3 779 753 772 746 36.74 37.7T4 | 1636 1581
«392 - 396 539 14,30 799 769 791 7ee 38.00 40.07 | 1673 1611
429 «432 541 14.30 821 768 8l2 779 43.03 44 .22 | 1722 1652
471 -474 541 14,30 ——— -—— —-—— 1782 1710
«804 -828 533 14,31 579 564 579 6564 3050 31.32 | 1451 1413
«891 +915 536 14,30 870 649 675 €654 38405 40.12 | 15356 1486
«927 «957 537 14.30 711 667 704 68 4£1.75 42,92 | 1585 1532
« 864 «993 539 14 .29 738 711 726 699 44.16 45.40 | 16358 1574
1.013 1l.042 540 l4.20 766 736 754 725 47.11 48.45 | 1707 1641
1,067 1.096 541 14.29 790 758 770 738 49,96 51.38 | 1790 1717
«911l - 940 534 14.31 577 561 877 561 30.40 31,22 | 1442 1401
« 947 «976 7 536 14,31 587 568 567 34.58 35.52 | 1470 14283
«997 1.031 538 14.30 522 600 652 610 39.20 40.27 | 1530 1478
1.034 1.068 538 14.30 675 651 674 650 41,90 43,07 | 1580 1534
1.067 l.110 8541 i4.29 715 886 709 880 44.50 45.85 | 1627 1561
1,118 1.151 542 14.29 746 714 735 704 47.35 48,70 | 1712 16359
14173 1.210 545 14.28 TIZ 735 762 726 50.46 5l.80 | 1805 1719
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TABLE I - PERFORMANCE OF CENTRIFUGAL-FLOW-TYPE

NACA RM No.

TURBOJET ENGINE WITH IMJECTION

Run [Baro~ h:h.ust- Water flow, W, lAlochol flow, Wgif Rotor speod, X Thrust, F ALir flow, W
metric jpozzle (lb/noas {1b/asec) (rpm) (1b} {1b/sec)
pres- [diametar
sure {in.)

{1b/sq

in.

abso-

lute} Read ICorneud Read kmeetod Read ]corr.eted Read |[CorrectedfRead ICornoted

(a) Injection of water - Concluded

cel 14.34] 11.5 0.83 0.870 13,955 13,695 |1048 1077 24.04 26.17

ce «83 «865 14,497 14,269 |1197 1230 25.49 £6.62

ces «&3 +870 15,0235 14,700 11348 1386 26 .82 28,18

ce4 83 «870 18,4686 15,162 | 1509 1658 £28.11 £0.85

ces «83 «875 16,228 15,846 |1™76 1827 20.82 Sl.52

cz6 «83 «87% 5,844 15,473 [l8E0 15687 28.89 30.44

ceT7 1.335 1400 14,968 14,694 | 1341 1379 20.22 27.50

cea 1,338 1,400 15,48 13,174 [l521 1565 27.66 £0.05

ce9 1,335 1.405 16,097 15,750 | 1784 1808 29.38 30.83

c30 1338 1.408 16,811 15,471 |l632 1679 28.57 30.03

c3l 1.92 2.015 15,777 15,45 1624 1870 2T.72 29.11

Cc32 1.9 2,015 15,327 15,026 1453 1494 25.48 27.77

(b) Injection of water-aloochol mixtures

m. 14.47] 12.0 o >} o o 16,082 15,782 | 1284 1508 2T.5% 28,65

De ] [»] o < 15,626 15,385 | 1150 1172 26.39 27.35

o3 «8 <820 [+] (<] 16,062 15,763 | 1427 1456 £29.35 S30.51

D4 o4 «416 «l +104 316,047 15,748 | 1422 1450 29.58 30.68

pr-3 3 312 -2 «208 16,055 18,740 ] 1422 1450 20,35 30.54

D6 «2 - «3 «313 16,040 15,695 | 1405 1433 89.10 30.34

D7 «l <104 o +417 16,029 15,6084 | 1391 1419 £20.85 .18

Do [+] [+] o5 <522 16,026 15,666 | 1576 1402 £8.70 29.92

n 14.17] 12.0 ] [} ] Q 14,087 13,797 822 858 22,46 23.85

B Q Q Q (-] 15,068 14,746 996 1038 24 .46 26.00

B Q o [+] [+] 16,039 15,852 | 1212 1262 26.59 28,37

B4 [+] [ [ < 16,835 18,107 | 1546 1401 27.65 20.56

ES 1.49 1.587 [+ 4] 16,492 16,139 {1632 170L 30.08] 32.04

BS 1.49 1.58% o o 18,000 18,870 | 1465 1527 268.98 3073

B7 149 1500 .08 «Q85 16,499 16,115 | 1849 1718 30.19 32.21

E8 1.49 l.688 +08 +Q8s 16,007 15,650 | 1465 1587 28,86 350.76

S l.49 l.588 «21 224 16,550 16,147 88 1756 3 .26 32.26

E10 149 1.588 «22 «2BS 15,084 15,6556 | 1470 1532 20,83 30 .68

Ell 1.49 1.590 «31 «351 16,504 16,119 | 1665 1738 30.29 3R2.32

E18 led9 1.585 «31 «330 15,997 15,667 | 1474 1836 28.82 30.66

E13 1.49 1.593 «40 «428 18,503 »08 1660 1730 RN.28 J2.34

14 l.48 1,587 «40 «426 16,032 15,689 | 1487 1549 28.87 3075

s 1l.49 1.58) 49 «523 16,303 16,108 | 1688 1738 30.85 3231

Els8 1.49 1.587 «49 52 15,970 15,628 | 1470 1532 28.83 30.70

B l.49 1.890 «57 -8068 64508 16,121 | 1678 1748 30 .29 IS8

El8 1l.49 1. 57 «806 15.97q 18,645 | 1460 1542 28.83 30.68

NAT IONAL ADVISORY
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NACA RM No.

E7G23

OF WATER AND WATER-ALCOHOL MIXTURES AT COMPRESSOR IMLETS - Comoluded

23

Puel flow, Wpe | Total liquid Powle Cowl=-iniet Compresszor-outlet Cozpressor= Tail-pipe
ﬂ.b/hrf consumption, Wy Hnlet total gﬂl- total temperature, Ty cutlet indicated
(1b/zec) ltotal sure, Pq {°R) totel pres- gas tamper-
jtempera~{ (1b/sq in. sure, atuge Ty
jture, Tg| absolute) Unshielded Stsgnation {1b/sq fn. { Ri
(9R) ) type type sbsolute}
lnad.—[(:orrce ted]Read IOerruted Read Read Read kn-m ted RnadJEomctcd Innd. lc«-nctca Read Femcud
{(a} Injection of water - Concluded
1470 1482 Jl.238 l.282 539 14,30 595 573 598 578 3915 40.22 {1528 1471
1610 1829 1.277 1.318 536 14.30 880 638 8l2 583 42.14 43.32 1572 1582
1789 1770 1.319 1.362 542 14.29 &35 608 &47 620 45.19 46.45 [1620 1551
1920 1932 1.383 1.407 542 14 .29 &80 651 694 665 48.09 49.48 (1678 1607
2235 2246 1,481 1.499 544 14.28 730 6968 736 702 52,66 54.18 1729
2040 2050 1.397 l.444 544 14.28 720 587 14 881 50,05 51,50 [1732 1652
1840 1.848 1915 540 14.29 605 583 585 45.04 £6.31 |l602 1540
2039 2083 1.801 1.970 541 14.26 [->%-] 587 818 501 48.38 49,78 (1862 1595
2304 2320 1,975 2,049 542 14.28 >8] 583 &88 602 52.41 83. 1752 1578
2150 2164 1.932 2.006 542 14.29 594 685 509 50.30 81,73 [1711 1639
248 2352 2,571 2,671 541 14,29 620 595 816 591 30,15 51.88 [1686 lsle
2160 177 £.520 2.620 540 14.29 640 615 610 47,06 48.38 [1636 1573
{b)} Injection of water-slechol mixtures
1700 1700 O.472 Q.472 539 14.42 geg 830 853 agl 46.05 46,93 1707 1730
1860 1563 «433 434 537 le.42 843 814 810 £3.35 44.18 |1750 1691
1815 1817 1.004 1,025 839 14.41 787 757 774 T46 49,20 80,18 11681 lez28
1680 1686 « 968 908 539 1441 790 780 706 756 49,10 50,08 11680 1817
1570 1556 <938 <953 540 14 .41 797 766 798 7682 49.10 50.08 |1680 15
1425 1403 +868 <911 542 14 .41 808 e ag2 768 408,68 49.63 |1605 1624
1282 <087 +880 542 14 .48 810 6 808 772 48 .46 40,43 |1705 1633
1176 1137 +826 «838 543 lé.42 824 7688 a17r 781 48.07 48.98 1716 1641
121¢ 1237 0.337 Q344 541 14,14 788 56 781 749 38,91 37.35 {1878 1514
1384 1409 . «392 542 14.13 aes 790 al1s8 783 40.03 41.63 |1638
1626 1852 «452 «459 545 1ld.12 864 857 ale e et P ] 1662
1780 1805 494 «501 547 1¢.12 842 877 83z 47,11 49.04 722
2190 2.008 2,208 542 24.11 838 €08 654 626 52.80 55,02 |1678 €04
£000 2042 2,048 2.152 541 14,11 621 598 631 408 49,81 81.69 |ls08 1537
2080 2122 | 2,151 2,265 544 14011 82% 800 627 598 53.08 85.28 |167L 1594
1898 1926 2,098 2,209 543 14,11 sl8 591 817 590 49.88 51,75 [1595 25
£000 2024 2,258 2.374 543 14,11 &30 [ 1o} 621 854 53, 55.54 [1668 1594
17982 1817 2.198 2.314 541 14,11 &20 585 616 890 49,71 51.80 11585 1520
1888 1800 2.324 2.448 544 14.11 23] &00 621 5982 53.39 55.63 | 1650 1574
1700 1717 2. 2.392 541 14.11 €20 568 615 580 49.98 52,06 1573
780 1778 2,384 2.814 546 14.11 829 588 621 590 . 55.58 {1644 1563
285 1652 | 2.341 2.466 542 14.11 622 568 615 589 50,15 5R.86 | 1574 1507
1695 1888 2.45) 2.584 545 14.11 628 598 621 591 53.49 55,74 }1650 1571
1528 1524 | 2.404 2.532 542 l4.11 818 502 (373 588 49.81 81,90 §1585 1489
1625 1614 2,511 2.648 544 14,11 627 598 621 892 53.84 55.89 [ 1650 1574
1480 1458 2.466 2,598 541 14.11 818 593 8l4 589 £0 (56 52.06 [1587 1503
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Figure 1. ~ Diagram of satup for refrigerant-injection Iinvestigations on cen~
trifugal-flow-type turbojet engine.
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Figure 2. - Pressure and temperature instrumentation and regrigerant-injection
equipment for a centrifugal-flow-type turbojet engine.
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Flgure 3, - Injection setup showing carbon dloxide Injection apparatus In
fareground.
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Carbon-dicxide flow from one bottla, W, 1b/sec
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Figure 4. - Instantaneous carbon-dioxide flow for several 75-pound-capacity

carbon~dioxide bottles at different initial temperatures.
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NACA RM No. E7G23 Fig. 5a

Corrected thrust, F/5, 1b

NAT {ONAL ADV ISORY
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Figure 5. - Engine performance for various injected water flows for runs

A and B. Corrected rotor speed, 16,500 rpm; cowl-inlet air tempera-
ture, 5349 to 540° R.



Fig. 5b,c
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Corrected fuel flow, WeK/&/F , lb/hr
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Figure 5, - Continued. Engine performance for various injected water
flows for runs A and B. Corrected rotor speed, 16,500 rpm; cowl-inlet

air temperature, 534° to 5400 R,
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. NACA RM No. E7G23 Fig. bd
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Fig. Be, f NACA RM No. E7G23
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NACA RM No. E7G23 Fig. 6a,b
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Figure 6. - Engine performance for various water-alcohol mixtures in-
jected during run D, Corrected total mixture flow, approximately 0.52
pound per second; corrected rotor speed, 16,000 rpm; exhaust-nozzle
diameter, 12.0 inches; cowl-iniet air temperature, 537° to 543° R,
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Figure 6. - Engine performance for various water-alcohol mixtures in-
Jjected during run D. Corrected total mixture flow, approximately 0.52
pound per second; corrected rotor speed, 16,000 rpm; exhaust-nozzle
diameter, 12.0 inches; cowi~-intet air temperature, 537° to 543° R,
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Fig. 7e, f NACA RM No. E7623
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